
Design a 4 punti, migliora la stabilità del carrello Ruota motrice a pavimento
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Model: 
CTD10R-E
CTD12R-E
CTD15R-E

1KG=2.205LB     1INCH=25.40MM
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Drive: electric (battery type, mains, ...), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Additional wheels (dimensions)

Wheels, number front/rear (× = driven wheels)

Tread, front

Tread, rear

Height, mast lowered

Max. lift height

Height, mast extended

Height drawbar in driving position min./max.

Height, lowered

Overall length

Length to face of forks

Overall width

Fork dimensions DIN ISO 2331

Fork spread

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Gradeability, laden/unladen

Max. gradeability, laden/unladen

Service brake

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery voltage/nominal capacity K5

Battery weight

Sound pressure level at the driver’s seat
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Drive: electric (battery type, mains, ...), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Additional wheels (dimensions)

Wheels, number front/rear (× = driven wheels)

Tread, front

Tread, rear

Height, mast lowered

Max. lift height

Height, mast extended

Height drawbar in driving position min./max.

Height, lowered

Overall length

Length to face of forks

Overall width

Fork dimensions DIN ISO 2331

Fork spread

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Gradeability, laden/unladen

Max. gradeability, laden/unladen

Service brake

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery voltage/nominal capacity K5

Battery weight

Sound pressure level at the driver’s seat
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SPECIFICHE

Produttore ITALIFT

Modello CDD15R-EN
Portata Kg 1500

Baricentro mm 600

Alimentazione Elettrico

Operatore In accompagnamento

Distanza di carico, centro dell’asse motore alla forcella x 741

Passo y 1180

DIMENSIONI

Altezza (montante abbassato) h1 mm 2340

Altezza (montante esteso) h4 mm 4060

Max. altezza di sollevamento h3 mm 3500

Altezza timone in posizione guida (min/max) h14 mm 670/1300

Altezza forca abbassata h13 mm 90

Lunghezza complessiva l1 mm 1750

Lunghezza senza forche l2 mm 598

Larghezza complessiva b1/b2 mm 792

Dimensione forche ISO 2331 s/e/l mm 60/170/1150

Scartamento forche b5 mm 570

Altezza da terra (centro del passo) m2 mm 26

Raggio di sterzata Wa mm 1365

Larghezza corsia di impilamento ad angolo retto
per pallet 1000x1200 trasversalmente Ast mm 2218

Larghezza corsia di impilamento ad angolo retto
per pallet 800x1200 in lunghezza Ast mm 2173

PESO

Peso di servizio Kg 560

Caricamento dell’asse (carico ant/post.) Kg 647/1553

Caricamento dell’asse (scarico ant/post.) Kg 518/182

RUOTA E PNEUMATICO

Tipo di gomme (ant/post) Poliuretano
Battistrada anteriore b10 mm 523

Battistrada posteriore b11 mm 410/525

Numero ruote  ant/post (x=ruote motrici) 1x+1 / 4

Dimensioni pneumatici (ant/post) Ø 195x70 / 80x70

Dimensioni ruote aggiuntive Ø 150x60

PRESTAZIONI
Pendenza massima superabile (carico/scarico) % 6 / 15

Velocità di transito (carico/scarico) Km/h 4.5/5.0

Velocità di sollevamento (carico/scarico) m/s 0.08/0.14

Velocità di abbassamento (carico/scarico) m/s 0.12/0.10

Freno di servizio Elettromagnetico

MOTORE e BATTERIA
Alimentazione motore di azionamento (S2-60min) kW 0.65

Alimentazione motore di sollevamento (S3-15%) kW 2.2

Voltaggio batteria/Capacità nominale V/Ah 24/125 (GEL)

Peso batteria Kg 70

Livello di rumorosità dB(A) 70


